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Many laboratory and production applications currently require the
availability of a confined space for the environment and product
protection

This glove box series that is made of
PMMA (polymethyl methacrylate) can
work in negative or positive pressure
and can be used in numerous sectors
and for different application.

CHEMICAL
PHARMACEUTICAL
MATERIALS TECHNOLOGY
NANOTECHNOLOGY
MICROBIOLOGY
ELECTRONICS

TECHNICAL FEATURES

n Structure completely made of PMMA with rounded = Overpressure safety valve

internal edges s Pressure gauge
= front opening for easy access to the internal area = fluids passage

= Prismatic or cylindrical airlock = Power socket " thS
» Hepa h14 suction and filtration system = PLC with touch screen pepneneme
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They are available in three O O ’ All models are

configurations available with

Basic 0 00| TWO, THREE or
00O o] FOUR gloves

Openable front door ) . .

In and Out Hepa H14 filter unit with cylindrical /

Safety valve prismatic airlock

Pressure gauge or without airlock

Fluids passage

Power socket

PLC with touch screen

Safety Numerous optional accessories are also available

Al the features of the "basic” version that make this series conform to different needs

and:
Double safety filter output unit Dimensional data
Depressure failure alarm
P WORKING CHAMBER O DRIt gyl
Pharma L(mm) P(mm)|H(mm) D(mm)| L(mm) L(mm) P(mm) H(mm)

All the features of the "basic" version
and- TWO gloves models 900 | 650 750 = 186 = 300 = 350 =300 300
Double safety filter output unit THREE gloves models| 1400 650 @ 750 | 186 = 300 350 300 300
Depressure failure alarm
Output filter inefficiency alarm
Safety for glove detachment

FOUR gloves models ' 1800 650 =~ 750 = 186 300 = 350 300 300

The glove boxes of this series comply with the following standards:

(inverter) _ _ IS0 10648-1, 1S0 10648-2, 1SO 14644-7 Criteria for the design, construction
Valves and lines made of stainless and containment test of glove boxes and isolators. Directive 2006/42 / EC
steel with TC connection Safety of machinery
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